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Example of Lead Leaching and Lead Content 
Compliant Angle Stops and Supply Lines
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Brand Description Model Approximate 
Cost

Compliance Specification – 
Performance Data Sheet Info

ApolloPEX
1/2” Chrome-Plated 
Brass PEX-B Barb x 3/8” 
Compression Quarter-Turn 
Straight Stop Valve

Model # 
APXVS1238C $8–10

NSF listed, Lead-Free
ANSI/NSF Standards 61 & 14
All Apollo PEX Fittings comply with the 1974 US 
Safe Water Drinking Act (SWDA) and the 2011 US 
Reduction of Lead in Drinking Water Act by containing 
equal to or less than 0.25% lead.

BrassCraft
1/2” Compression Inlet x 
3/8” Compression Outlet 
1/4 Turn Angle Valve

Model #s 
G2CR19X C1 $8–10

IAPMO and CSA listed to ASME A112.18.1/CSA B125.1 
No-Lead Certified

BrassCraft
1/2” Nominal Compression 
Inlet x 3/8” OD 
Compression Outlet Multi-
Turn Angle Valve

Model #  
OCR19X C1 $8–10

IAPMO and CSA listed to ASME A112.18.1/CSA B125.1 
No-Lead Certified

Chicago 
Faucets Angle Stop 1012-ABCP $100–110

ASME A112.18.1/CSA B125.1
NSF/ANSI 372 Low-Lead Content

SharkBite
SharkBite 1/2” Compression 
x 3/8” Od Compression 
Brass Quarter Turn Stop 
Angle Valve (4-Pack)

COMPA1238Z $30–35
cUPC
ASME A112.18.1        CSA B125.1
NSF/ANSI/CAN 61    NSF/ANSI 372

SharkBite
1/2” Push-to-Connect x 3/8” 
OD Compression Chrome-
Plated Brass Quarter-Turn 
Angle Stop Valve

Model #  
23036-0000LF $10–15

Listed by IAPMO and design-certified and listed to 
ASSE 1061, CSA B125.3, NSF 372, NSF/ANSI 61, ASTM 
E84, CAN/ULC S102.2, ASTM, E119, CAN/ULC S101, 
UL289

BrassCraft
3/8” Compression x 1/2” 
FIP x 20” Braided Polymer 
Faucet Connector

Model #  
B1-20A F

$6–8
IAPMO and CSA listed to ASME A112.18.6/CSA B125.6
No-Lead Certified

BrassCraft
1/2” FIP x 1/2” FIP x 16” 
Braided Polymer Faucet 
Connector

Model #  
B8-16A F

$6–8
IAPMO and CSA listed to ASME A112.18.6/CSA B125.6
No-Lead Certified

RELIABILT
3/8” compression x 1/2”  
FIP x 16” Braided Stainless 
Steel Flexible Faucet 
Supply Line

#7223-16-38-
2-RB

$6–9

Lead-Free, NSF, and cUPC certified
Complies with 0.25% weighted average lead content 
on wetted surfaces requirement, making it suitable for 
potable water

SharkBite
Click Seal 1/2” x 1/2” x 20” 
Push-to-Connect Angle 
Stop Faucet Connector

Model #  
24657

$15–20
SME A112.18.1     CSA B125.1-12
NSF/ANSI/CAN 61     NSF/ANSI 372

Additional information:
How to Identify Low-Lead Faucets and Fixture

https://ab2370assistance.owp.csus.edu/resources/download.php?file_name=How%20to%20Identify%20Low-Lead%20Fixtures.pdf
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